
  HiTEC® 5739 
VI Improver

Application
HiTEC 5739 additive is a methacrylate polymer recommended as a viscosity index improver for 
power transmission and all types of industrial fluids.

Recommended Dosage
  Dosages range from 5 - 15% wt. depending on the base oil, final viscometric requirements 
and application. Contact your Afton Chemical representative for specific recommendations.

Features
  Shear Stability - Vane pumps can have serious wear problems if the hydraulic oil shears 

too low in viscosity. Oils formulated with HiTEC 5739 additive have passed industry 
shear requirements.

 Filtration - Fluid cleanliness and filtration properties of hydraulic oils impact service 
down time in many industrial applications.  The OEMs have introduced new filtration 
specifications in order to protect the user from filtration problems  Every batch of  HiTEC 
5739 additive produced is examined for particulate matter to ensure that our customers 
can meet their customer's fluid cleanliness requirements.

 Hydrolytic stability - The presence of water in hydraulic systems is inevitable.  Without  
the right chemistry, this can lead to problems including corrosion.  When HiTEC 5739 
aditive is used in hydraulic oils, passing industry hydrolytic stability tests result.

Typical Characteristics
Appearance
Viscosity @100°C, cSt
Specific Gravity @ 15.6/15.6 °C
Flash Point, °C, min

Amber Viscous Liquid
575
0.94
120

Storage, Handling & Toxicity
      Recommended Unloading Temperature.:  80°C (175°F)
      Max. Short Term Handling Temperature:  100°C (210°F)
      Max. Storage Temperature in Air:  90°C (195°F)
      Max. Storage Temperature in Nitrogen:  90°C (195°F)
      Maximum Skin Temperature:  130°C (265°F)
      Shelf Life Recommendation:  36 months @ ambient temperature

A Material Safety Data Sheet is available from the Company.
 

The information in this bulletin is, to our best knowledge, correct and accurate, but all recommendations or suggestions are made without guarantee since the conditions of use are 
beyond our control, Afton Chemical Corporation and its subsidiaries disclaim any liability incurred in connection with the use of these data or suggestions.  Furthermore, nothing 
contained herein shall be construed as a recommendation to use any product in conflict with existing patents covering any material or its use.  HiTEC(R) is a registered trademark 
of Afton Chemical Corporation.            www.aftonchemical.com
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